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MACHEREY-NAGEL

Drosibas datu lapa
saskana ar Regulu REACh 1907/2006/EK

REF: 935075 VISOCOLOR alpha pH 5-9 Lappuse: 1/10
DrukaSanas datums: 15.05.2024 IzdoSanas datums: 29.09.2022 Versija: 2.2.2.2

SKIRSNIS 1: Vielas/maisijuma un uznémuma identifikacija

1.1 Produkta identifikators
REF 935075
Produkta nosaukums VISOCOLOR alpha pH 5-9
REACH registracijas numurs(-i): skatit 3.1./3.2. IEDALU vai

Vielai(-am) nav registracijas numura, jo gada tonnazai nav nepiecie$ama registracija vai
viela vai tas lietojums ir izslégts no registracijas.

1x24 mL pH 5-9 UFI: S8GU-F348-S207-AN25

1.2 Vielas vai maisijuma attiecigi apzinatie lietoSanas veidi un lietoSanas veidi, ko neiesaka
Attiecigie apzinatie lietojumi
Produkts analitiskai lietoSanai.
ledarbibas scenarija klasifikacija atbilsto§i REACh, RIP 3.2 kodiem: SU 0-2, PC 21, PROC 15, AC 0
ledarbibas scenarijs ir integréts 1.—16. sadala.

LietoSanas veidi, ko neiesaka
nav aprakstits

1.3 Sikaka informacija par piegadataju un drosibas datu lapu

Razotajs:

MACHEREY-NAGEL GmbH & Co. KG

Valencienner Str. 11, 52355 Diren, Vacija

Tel.: +49 2421 969 0 e-mail: sds@mn-net.com (msds@mn-net.com)
1.4 Arkartas talruna numurs

Latvijas Vides, geologijas un meteorologijas centrs
1019 Riga, Talr. +371 67032600, <http://www.meteo.lv>
DE: Gemeinsames Giftinformationszentrum (GGIZ)
99089 Erfurt, Talr. +49 (0)361 730 730, <https://www.ggiz-erfurt.de>

Masu dro$ibas datu lapu pasreizejas versijas var atrast interneta: <http://www.mn-net.com/SDS>
SKIRSNIS 2: Bistamibas identifikacija
2.0 Pilntga produkta klasifikacija saskana ar Regulu (EK) 1272/2008

&

GHS02
Signalvards DANGER (BISTAMI)
Bistamibas identifikacija Bistamibas klases/kategorijas
H225 Flam. Lig. 2

21 Vielas vai maisijuma klasifikacija saskana ar Regulu (EK) 1272/2008

24 mL pH 5-9
GHS02
Signalvards DANGER (BISTAMI)
Bistamibas identifikacija Bistamibas klases/kategorijas
H225 Flam. Lig. 2

)| Horagemens MACHEREY-NAGEL GmbH & Co. KG DE Tel.: +49 24 21 969-0 info@mn-net.com
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TOVRheinland 52355 Duren - Germany FR Tel.: +33 388 68 22 68 sales-fr@mn-net.com
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MACHEREY-NAGEL

Drosibas datu lapa

saskana ar Regulu REACh 1907/2006/EK

REF: 935075

Drukasanas datums: 15.05.2024

VISOCOLOR alpha pH 5-9
IzdoSanas datums: 29.09.2022

H fraZu saraksts: skatit sadalu 16.2

2.2 Etiketes elementi saskana ar Regulu (EK) 1272/2008

Saskana ar CLP direktivu iekSé&jie iepakojumi ir jamarke tikai ar GHS simbolu(-iem) un produkta identifikatoru(-iem) (ES 1272/2008 |

pielikums — 1.5.1.2.).

Kaitigas kimiskas vielas/maisijumi ar signalvardu: BRIDINAJUMS un viegli uzliesmojo$as kimiskas vielas/maisTjumus nedrikst marké&t

ar H un P frazém lidz 125 ml (ES 1272/2008 pielikums). | - 1.5.2).

24 mL pH 5-9

&

GHS02

Signalvards: DANGER (BISTAMI)
Pilna produkta etiketes elementi

&

GHS02

Signalvards: DANGER (BISTAMI)
2.3 Citi apdraudejumi

lespéjamie apdraudéjumi no fizikali kimiskajam Tpasibam
UzliesmojoSas 1pasibas.

Informacija par ipasiem riskiem cilvékiem un iespéjamiem simptomiem

Informacija par Tpasiem riskiem videi
{? 6}Var radt ilgatopasri&itjgasssekas Odens organismiem. {/?6} PBT:

vPvB:

lespéjama endokrino sistému traucéjosa iedarbiba

no data available

nav piemérojams

SKIRSNIS 3: Sastavs / informacija par sastavdalam

3.1 Vielas vai 3.2 Maisijumi
24 mL pH 5-9

\| Management
System
EN ISO 13485:2016
1S0 9001:2015
- ®
TUVRheinland
WG| wew tuv.com

ID 9000008338

Software: M2V 6.1.5.0

Vielas nosaukums:

CAS Nr.:

Vielas vértéjums:
Kimiska formula:
Pseudonym (de):

REACH Reg. No.:

EC No.:
KoncentréSanas:
acc. GHS:

etanols
64-17-5

(denaturéts ar 1% 2-butanonu / 1% 2-propanolu)
H225, Flam. Liq. 2
Co2HegO;C2Hs0H
Athylalkohol, vergéllter Spiritus
01-2119457610-43-xxxX

200-578-6

90 - <100 %
H225, Flam. Liq. 2

MACHEREY-NAGEL GmbH & Co. KG DE

Valencienner Str. 11
52355 Diren - Germany
www.mn-net.com

CH
FR
us

Tel.:
Tel.:
Tel.:
Tel.:

Indice No.: 603-002-00-5

+49 24 21 969-0

+41 62 388 55 00
+33 388 68 22 68
+1888 32162 24

info@mn-net.com
sales-ch@mn-net.com
sales-fr@mn-net.com
sales-us@mn-net.com

Lappuse: 2/10
Versija: 2.2.2.2



MACHEREY-NAGEL

Drosibas datu lapa
saskana ar Regulu REACh 1907/2006/EK

REF: 935075 VISOCOLOR alpha pH 5-9 Lappuse: 3/10
DrukaSanas datums: 15.05.2024 IzdoSanas datums: 29.09.2022 Versija: 2.2.2.2
Vielas nosaukums: phenolphthalein (pH indicator)
CAS Nr.: 77-09-8
Vielas vértéjums: H341, Muta. 2, H350, Carc. 1 B, H361f, Repr. 2
Kimiska formula: C20H 1404
Pseudonym (de): Indikator pH 8,2-9,8
REACH Reg. No.: 01-2119498295-24-0000
SVHC saraksta: listed (19/12/2011) Cand. Lst. REACH Art59(10)
EC No.: 201-004-7 Indice No.: 604-076-00-1
Koncentrésanas: 0-<0,1%
acc. GHS: Kritériji klasificesanai nav izpilditi.
Vielas nosaukums: indicator dye(s)
CAS Nr.: -
Vielas vértgjums: Nepieciesams Klasifikacijas kriterijs vai vielu klasifikacija.
Koncentrésanas: 0-<0,1%
acc. GHS: Kriteriji Klasificeanai nav izpilditi.
3.3 Piezimes

Ja nav noradits, maisijumi tiek pievienoti ar Gdeni [CAS 7732-18-5] lidz 100%.

H un P fraZu saraksts: skatiet 16.2. sadalu.

SKIRSNIS 4: Pirmas palidzibas pasakumi

4.1 Pirmas palidzibas pasakumu apraksts

Nekavéjoties novietojiet apdrosinato personu arpus bistamas zonas svaiga gaisa. NodroSiniet klusumu, siltumu un, ja nepiecieSams,
veiciet atdzivinaSanu. Ja nepiecieSams, sazinieties ar medicinisko palidzibu.

411 Péc saskares ar ADU
Nekavéjoties novelciet piesarnoto apgérbu. Ripigi noskalojiet skarto adu vai glotadu zem tekoSa dens. (Ja iesp&jams) izmantojiet
ziepes.

41.2 Péc kontakta ar acim

Péc saskares ar acim rupigi izskalojiet zem tekoSa Gdens ar plasi atvértu plakstinu ar acu mazgasanas pudeli, acu dusu vai tekoSu
Gdeni (aizsargajiet neskartu aci).

4.1.3 Péc tvaiku IEELPOSANAS

Péc putu vai tvaiku ieelpoSanas ir jaieelpo svaigs gaiss. Turiet elpcelus brivus. ---
41.4 Péc ORALAS uzpemsanas

Péc iekskigas uznems$anas daudz Gdens jadzer péc ta norisanas.
4.2 Svarigakie simptomi un ietekme — gan akuta, gan aizkavéta

Sim produktam nav zinamu aizkavétu simptomu vai ietekmes.

4.3 Norade par nepiecieSamo neatliekamo medicinisko palidzibu un Tpasu aprapi
Nav papildu ieteikumu.

SKIRSNIS 5: Ugunsdzésibas pasakumi

5.1 Ugunsdzésanas lidzekli

5.1.1 Pieméroti ugunsdzéSanas lidzekli
Ugunsdzésamajiem aparatiem, kas atbilst ugunsdzésibas klasifikacijai, un, ja piemérojams, ugunsdzésibas segai ir jabat pieejamai
redzama vieta darba zona. Var izmantot visus ugunsdzéSamos aparatus, pieméram, PUTAS, UDENS SPRAY, SAUSO PULVERI,
OGLEKLA DIOKSIDU.Ugunsdzésamajiem aparatiem, kas atbilst ugunsdzésibas klasifikacijai, un, ja piemérojams, ugunsdzésibas
segai ir jabit pieejamai redzama vieta darba zona. Var izmantot visus ugunsdzé$amos aparatus, pieméram, PUTAS, UDENS
SPRAY, SAUSO PULVERI, OGLEKLA DIOKSIDU.

5.1.2 Nepiemeéroti ugunsdzésanas lidzekli
no data available

)| Horagemens MACHEREY-NAGEL GmbH & Co. KG DE Tel.: +49 24 21 969-0 info@mn-net.com
A el Valencienner Str. 11 CH Tel.: +41 62 388 55 00 sales-ch@mn-net.com
TOVRheinland 52355 Duren - Germany FR Tel.: +33 388 68 22 68 sales-fr@mn-net.com
ERTIFIED ) g www.mn-net.com US Tel.: +1 88832162 24 sales-us@mn-net.com
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MACHEREY-NAGEL

Drosibas datu lapa
saskana ar Regulu REACh 1907/2006/EK

REF: 935075 VISOCOLOR alpha pH 5-9 Lappuse: 4/10
DrukaSanas datums: 15.05.2024 IzdoSanas datums: 29.09.2022 Versija: 2.2.2.2
5.2 Ipasa bistamiba, ko rada viela vai maisijums

APDRAUDEJUMS: viegli uzliesmojo$s (GHS regula). Veido spradzienbistamus tvaiku-gaisa maisfjumus. lesp&jama bistamu un kodigu
tvaiku-gaisa maisijumu veidoSanas.

5.3 Padomi ugunsdzéséjiem
Izstradajuma iepakojums piedeg tapat ka papirs vai plastmasa.
5.4 Papildus informacija

no data available

SKIRSNIS 6: Avarijy likvidavimo priemonés

6.1 Pasakumi nejausas noplides gadijumos
Neieelpot izgarojumus. Ir nepiecieSama regulara personala apmaciba.

6.2 Vides piesardzibas pasakumi
{? 6}Var radit ilgatopasri@itigasssekas Udens organismiem. {/?6} PBT:
vPvB: nav piemérojams

6.3 lerobezo$anas un savak§anas metodes un materiali

Saistiet izpllstoSo Skidrumu ar inertu absorbentu.
Savakt nelielu daudzumu nopladusa Skidruma un izskalot ar Gdeni kanalizacija.

6.4 Atsauce uz citam sadalam
no data available

SKIRSNIS 7: Tvarkymas ir sandéliavimas

71 Piesardzibas pasakumi drosai lietoSanai
Apstrade saskana ar testa noradijumiem, kas ir pievienoti produktam.
7.2 Drosas glabasanas apstakli, tostarp visu veidu nesaderiba

Originalais produkta iepakojums MACHEREY-NAGEL nodro$ina droSu uzglabasanu. Uzglabasanas klase (Vacijas kimiska riipnieciba):
skatiet 12.1. nodalu.

Storage class (VCI): 3

Water hazard class (DE): 1
7.21 Prasibas krajumu telpam un konteineriem

Apstrades un uzglabasanas laika originalos produktu iepakojumus glab3jiet ciesi noslégtus.
7.3 Konkréts(-i) galalietojums(-i)

Produkts analttiskai lietoSanai.

SKIRSNIS 8: ledarbibas parvaldiba/individuala aizsardziba

8.1 Kontroles parametri
24 mL pH 5-9
Kimiskas vielas: indicator dye(s) CAS Nr.: -
Kimiskas vielas: etanols CAS Nr.: 64-17-5
DNEL: [derm] 343 mg/kg; [inh] 950 mg/m?
DNEL = Derived No-Effect Level (Atvasinatais bezefekta ITmenis)
PNEC (fresh water) : 0.96 mg/L
PNEC = Predicted No Effected Concentration (Paredzama koncentracija bez ietekmes)
TRGS 900 (DE): 200 mL/m?/ 380 mg/m?

E/e ieelpojams

Short-term exposure factor: 4 (ll), Y
adu resorbgjoss (H), elpcelu jutigums (Sa), adas jutigums (Sh), teratogéns (Z) nav drosi izslégts / (Y) noteikti izslégts

SUVA(CH) MAK value: 500 ppm / 960 mg/m?
NIOSH: [TWA] 1000 ppm / 1900 mg/m®

[TWA] Laika svértais vid&jais l1dz 8 stundu atsauces periodam, [STEL] Istermina iedarbibas ierobeZojums, kas saistits ar 15 minaSu periodu
OSHA: [TWA] 1000 ppm / 1900 mg/m?

)| Horagemens MACHEREY-NAGEL GmbH & Co. KG DE Tel.: +49 24 21 969-0 info@mn-net.com
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MACHEREY-NAGEL

Drosibas datu lapa
saskana ar Regulu REACh 1907/2006/EK

REF: 935075
Drukasanas datums: 15.05.2024

VISOCOLOR alpha pH 5-9
IzdoSanas datums: 29.09.2022

Lappuse: 5/10
Versija: 2.2.2.2

8.2

8.2.1

8.2.2

8.2.3
8.24

8.25

8.2.6

8.3

Kimiskas vielas: phenolphthalein (pH indicator) CAS Nr.: 77-09-8
NIOSH: not listed, NTP Report on Carcinogens (RoC) List Yes (Reasonably anticipated to be a human
carcinogen

S[;TWP)\] Laika svértais vidéjais Iidz 8 stundu atsauces periodam, [STEL] Istermina iedarbibas ierobezojums, kas saistits ar 15 mina$u periodu

OSHA: not listed

Ekspozicijas kontrole
Laba ventilacijas un noslksanas sistéma telpa, grida ir izturiga pret kimikalijam ar gridas drenaZas un mazgasanas iespéjam. Darba
vieta ir jauztur visaugstakais tiribas lTmenis.

Elpo$anas organu aizsardziba
Nav papildu ieteikumu.

Adas aizsardziba / Roku aizsardziba
Ja, cimdi saskana ar EN 374 (caurlaidibas laiks >30 min — 2. [imenis), sastav no PVC, dabigais latekss, neopréns vai nitrils
(pieméram, no Ansell vai KCL). Izmantojiet Tsu laiku kimiski izturigiem lateksa cimdiem ar kodu EN 374-3, 1. limenis.

Acu aizsardziba / sejas aizsardziba
Ja, aizsargbrilles saskana ar standartu EN 166 ar ieblvétiem sanu aizsargiem vai aptinoSu aizsardzibu.

Kermena aizsardziba

Nav nepiecieSams.

Higiénas pasakumi

Esana, dzer$ana, smékésana, Snaucama tabaka un partikas uzglabasana darba zonas un &ra darba vietas ir aizliegts. Izvairieties
no saskares ar adu, acim un apgérbu. Izskalojiet apgérbu, uz kura ir izlijusi viela, un iemérciet to Gdent. Partraucot darbu un pirms
éSanas, ripigi nomazgajiet rokas ar ziepém un tdeni un péc tam uzklajiet adas aizsargkrému.

Termiski apdraudéjumi
no data available

Vides iedarbibas ierobeZzo$sana un uzraudziba
Neizlaist produktu vidé.

SKIRSNIS 9: Fizikalas un kimiskas ipaSibas

9.1

9.2
9.2.1

A |E
h ®
TOVRheinland
| I CcerTiFiED ||

Software: M2V 6.1.5.0

Informacija par pamata fizikalajam un kimiskajam ipasibam

24 mL pH 5-9

a) Apkoposanas stavoklis: Skidrums

b) Krasa: sarkans

c) Smarza: alkoholikis

d) KuSanas punkts: -114 °C

e) Varisanas punkis: 78 °C

f) Uzliesmojamiba: no data available
g) Spradzienbistamibas robezas (apak$éja/augseja): 3.5..15g/m?

h) Uzliesmosanas punkts: >12°C

i) MirgojoSa temperatira: 425 °C

j) Sadali$anas temperatira: no data available
k) pH vértiba: 7

I) Kinematiska viskozitate: no data available
m) Skidiba Gden: 0-100 %

n) Dispersijas koeficients (K o-g ): no data available
0) Tvaika spiediens (20°C): 59

p) Ipasa gravitate: 0,79-0,86 g/cm3
q) Relativais tvaika blivums (gaiss=1) : 1,59

r) Dalinu lielums: no data available

Sikaka informacija

Informacija apie fizinio pavojaus klases

no data available

MACHEREY-NAGEL GmbH & Co. KG DE Tel.: +49 24 21 969-0 info@mn-net.com

Rl Valencienner Str. 11 CH Tel.: +41 62 388 55 00 sales-ch@mn-net.com
52355 Duren - Germany FR Tel.: +33 388 68 22 68 sales-fr@mn-net.com
www.mn-net.com US Tel.: +1 888 32162 24 sales-us@mn-net.com



MACHEREY-NAGEL

Drosibas datu lapa
saskana ar Regulu REACh 1907/2006/EK

REF: 935075
Drukasanas datums: 15.05.2024

VISOCOLOR alpha pH 5-9
IzdoSanas datums: 29.09.2022

9.2.2

Kiti su sauga susije parametrai
Nav pieejami dati par citiem maisTjumu parametriem, jo nav nepiecieS§ama registracija un kimiskas dro$ibas zinojums.

SKIRSNIS 10: Stabilitate un reagétspéja

10.1

10.2

10.3

10.4

10.5

10.6

Reaktivitate

Papildu dati nav pieejami.

Kimiska stabilitate

nav zinama nestabilitate.

Bistamu reakciju iespéjamiba
Papildu dati nav pieejami.

Nosacijumi, no kuriem jaizvairas
no data available

Nesaderigi materiali

papildu dati nav pieejami

Bistami sadaliSanas produkti
Originalaja iepakojuma visas detalas/visi reagenti ir drosi un atseviski uzglabati. leteicamajos apstaklos deriguma termina laika
sadali8anas netiek novérota.

Vielas ir |oti gaistoSas un veido viegli uzliesmojoSus gazes un gaisa maisijumus.

SKIRSNIS 11: Toksikologiska informacija
11.1

A |E
h ®
TOVRheinland
ERTIFIED ||

Software: M2V 6.1.5.0

indicator dye(s)

TSCA Inventory: all listed, <1%

TSCA Inventory:

Exposure Routes:
Target Organs:

South Korea TCCA:
Korea Exist.Chem.Inventory:

LC_LOW ihl gpg *
LC_Low orl hmn :
123,4 mg/L/4H

115,9-133,8 mg/L/4H

TRGS 905 (DE): K5, M5, R £ C

TSCA Inventory:
Australia NICNAS:
Japan CSCL/PRTR:

South Korea TCCA:
Korea Exist.Chem.Inventory:

MACHEREY-NAGEL GmbH & Co. KG
Valencienner Str. 11

52355 Diren - Germany
www.mn-net.com

DE
CH
FR
us

Informacija apie pavojingumo klases pagal reglamenta (EB) 1272/2008

Talak sniegta informacija attiecas uz tiram vielam. Kvantitativi dati par §1 produkta toksicitati nav pieejami.
24 mL pH 5-9

inhalation, ingestion, skin and/or eye contact

Eyes, skin, respiratory system, central nervous system, liver, blood, reproductive system

irritation eyes, skin, nose; headache, drowsiness, lassitude (weakness, exhaustion), narcosis; cough;
liver damage; anemia; reproductive, teratogenic
Australia NICNAS:
Japan CSCL/PRTR:

phenolphthalein (pH indicator)

Tel.:
Tel.:
Tel.:
Tel.:

Lappuse: 6/10
Versija: 2.2.2.2

CAS No.: 64-17-5
California Proposition 65 List: not listed

Canada CEPA 1999: DSL yes
not listed, Japan PDSCL: not listed
listed 20,1%/20,1%, Article 57-2 (SDS required)

CAS No.: 77-09-8
California Proposition 65 List: listed, cancer

Canada CEPA 1999: DSL yes
PRTR - Class Il Designated Chemical Substance, Japan PDSCL: not listed

+49 24 21 969-0

+41 62 388 55 00
+33 388 68 22 68
+1888 32162 24

info@mn-net.com
sales-ch@mn-net.com
sales-fr@mn-net.com
sales-us@mn-net.com
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MACHEREY-NAGEL

Drosibas datu lapa
saskana ar Regulu REACh 1907/2006/EK

REF: 935075 VISOCOLOR alpha pH 5-9 Lappuse: 7/10
DrukaSanas datums: 15.05.2024 IzdoSanas datums: 29.09.2022 Versija: 2.2.2.2
EU carcinogen: Carcinogenicity cat. 2, Germ Cell Mutagenicity cat. 3, >5% Reproductive Toxicity cat. 3
TRGS 905 (DE): Karzinogenitat Kat. 2

11.2 Citi apdraudéjumi

lespéjama endokrino sistému traucéjosa iedarbiba
no data available

Cita informacija
papildu dati nav pieejami

SKIRSNIS 12: Ekologiska informacija
121 Toksicitate

Talak sniegta informacija attiecas uz tiram vielam.

24 mL pH 5-9
Vielas nosaukums: indicator dye(s) CAS-Nr.: -
Storage class (VCI): 12-13
Vielas nosaukums:  etanols CAS-Nr.: 64-17-5
PNEC (fresh water) : 0.96 mg/L
PNEC = Predicted No Effected Concentration = koncentracija, pie kuras nav sagaidama ietekme uz vidi
LC50 daphnia magna/4sh : >100 mg/L
LC50 pimephales promelas/96h 13400 - 15100 mg/L
LC50 jeuciscus idus/96h : [48h] 8140 mg/L
LC50 fish/96h : 13 g/L
EC50 daphnia/ash : 9.3-14.2 g/L
IC50 scenedesmus quadricauda/72h : [7d] 5000 mg/L
EC10 pseudomonas putita/16h : [EC5] 6500 mg/L
Water hazard class (DE): 1 WGK No.: 0096
Storage class (VCI): 3
Vielas nosaukums:  phenolphthalein (pH indicator) CAS-Nr.: 77-09-8
Water hazard class (DE): 1
Storage class (VCI): 12-13
12.2 Noturiba un noardiSanas spéja
12.3 Bioakumulacijas potencials
Vielas nosaukums: etanols CAS-Nr.: 64-17-5
Dispersijas koeficients (K o-g ): -0,31
Vielas nosaukums: phenolphthalein (pH indicator) CAS-Nr.: 77-09-8
Dispersijas koeficients (K o-g ): 0,9

12.4 Mobilitate augsné

12.5 PBT un vPvB noveértéjuma rezultati

81 viela/maisTjums nesatur sastavdalas, kas tiek uzskatitas par noturigam, bioakumulativam un toksiskam (PBT) vai loti noturigam un
loti bioakumulativam (vPvB) 0,1% vai vairak.

12.6 Endokrini disruptivas 1pasibas
no data available

12.7 Citas nelabveligas sekas
papildu dati nav pieejami

\) Honsgemen MACHEREY-NAGEL GmbH & Co. KG DE Tel.: +49 24 21 969-0 info@mn-net.com
A el Valencienner Str. 11 CH Tel.: +41 62 388 55 00 sales-ch@mn-net.com
TOVRheinland 52355 Duren - Germany FR Tel.: +33 388 68 22 68 sales-fr@mn-net.com
ERTIFIED ) g www.mn-net.com US Tel.: +1 88832162 24 sales-us@mn-net.com

Software: M2V 6.1.5.0



MACHEREY-NAGEL

Drosibas datu lapa
saskana ar Regulu REACh 1907/2006/EK

REF: 935075 VISOCOLOR alpha pH 5-9 Lappuse: 8/10
DrukaSanas datums: 15.05.2024 IzdoSanas datums: 29.09.2022 Versija: 2.2.2.2

SKIRSNIS 13: Iznicinasanas apsverumi

Ladzam ievérot vietéjos noteikumus par bistamo atkritumu savakSanu un iznicinaSanu un sazinieties ar atkritumu savaksanas uznémumu,
kur iegsiet informaciju par laboratorijas atkritumu likvidéSanu (atkritumu kods 16 05 06).

13.1 Atkritumu apstrades metodes
Parasti nelielu daudzumu (atSkaidttu!) ir iesp&jams iztukSot kanalizacija.

SKIRSNIS 14: Transporta informacija

14.1. ANO numurs: 3316
14.2. ANO pareizais piegades nosaukums: Kimiskais komplekts
14.3. Klasé: 9
14.4. lepakosanas grupa: Il
Autotransports ADR
Classification code:  M11 Tunela ierobeZojuma kods: E
Limited Quantity: saskana ar ADR 3.3.1/251: skatit LQ Alternativa transportéSanas deklaracija
Air transport IATA DGR

Limited Quantity: PAX: 960 max. svars PAX: 10 KG
CAO: 960 max. svars CAO: 10 KG
Jdras transports IMDG
EmS: F-A, S-P Staukategorie: A

Vai arT izmantojiet Alternativa deklaracija transportésanai:

ANO 1993 klasé 3 Il, Iznémuma daudzums (<30 mL/><500 mL) = ADR/ IATA E2

or

14.1 ANO numurs: 1993

14.2 ANO pareizais piegades nosaukums: Flammable liquid, n.o.s. (etanols mixture)
3

14.3 Klasé:
14.4 lepakosanas grupa: |l
Autotransports ADR
Classification code: F1
Limited Quantity: 1L Tunnel restriction code: E
Excepted Quantity: E2 Tpasie noteikumi: 640C
Gaisa transports IATA DGR
Limited Quantity: PAX: 353 max. svars PAX: 5L
CAO: 364 max. svars CAO: 60 L
Excepted Quantity: E2
Jdras transports IMDG
EmS: F-E, S-E Staukategorie: B
Special instructions: 274

14.5 Vides apdraudéjumi

Nav, satur tikai nelielu daudzumu bistamu vielu

14.6 Ipasi piesardzibas pasakumi lietotajam
nav nepiecieSams

14.7 Jiras parvadajumi bez taras saskana ar SJO instrumentiem
Nav piemérojams.

SKIRSNIS 15: Normativa informacija

15.1 DroSibas, veselibas un vides noteikumi/tiesibu akti, kas TpaSi attiecas uz vielu vai maisijumu

Bistamo vielu aizsardzibas likums (DE: Chemikaliengesetz — ChemG), 2013. gada augusts, statuss: 2020. gada oktobris

Rikojums par aizsardzibu pret bistamam vielam (E: Gefahrstoffverordnung — GefStoffV), 2010. gada novembris, statuss: 2017. gada
marts

TRGS 201, ar bistamam vielam saistito darbibu klasifikacija un markésSana, 2017. gada februaris

TRGS 220, Nacionalie aspekti, sagatavojot droSibas datu lapas, 2017. gada janvaris

TRGS 400, Riska novértéjums darbtbam, kas saistitas ar bistamam vielam, 2017. gada jalijs

BekGS 408, GefStoffV un TRGS piemérosana, stajoties spéka CLP regulai, 2009. gada decembris, statuss: 2012. gada janvaris

MN broSura/lietoSanas instrukcija, art www.mn-net.com

Ja nepiecieSams, ievérojiet citus valstij raksturigos noteikumus.
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15.2 Kimiskas droSibas novértéjums

nav nepiecieSams $im mazajam summam

SKIRSNIS 16: Cita informacija

16.1

16.2
16.2.1

16.2.2
16.3

16.4

16.5

16.6

TOVRheinland
ERTIFIED | |

Software: M2V 6.1.5.0

Izmainas salidzinajuma ar iepriek38éjo versiju
gatavojoties
H un P frazu saraksts

Attiecigo H frazu saraksts
H gatavojoties
H225 Viegli uzliesmojo$s Skidrums un tvaiki.

List of relevant P phrases

leteicamais lietoSanas ierobezojums

Tikai profesionalam lietotajam.
An individual package of this product or test kit has a moderate hazardous potential.

Datu avoti

KUHN, BIRETT, Bukleti par bistamiem materialiem, 2021
Direktiva 1999/92/EK Minimalas prasibas, lai uzlabotu to darbinieku dro$ibu un veselibas aizsardzibu, kurus apdraud potenciali
spradzienbistama vide

Regula 669/2018/ES, Regulas 1272/2008/EK pielagosana tehnikas un zinatnes attistibaiTeksts (11. ATP)

Regula 1480/2018/ES, Regulas 1272/2008/EK pielagoSana tehnikas un zinatnes attistibai (13. ATP)

Regula 521/2019/ES, Regulas 1272/2008/EK pielagosana tehnikas un zinatnes attistibai (12. ATP)

TRGS 900, Vacijas tehnologiju noteikumi par robezvértibam gaisa darba vieta, no 03/2019

Regula 217/2020/ES, Regulas 1272/2008/EK VI pielikuma 3. dalas pielagoSana tehnikas un zinatnes attistibai (14. ATP)
Regula 878/2020/ES, REACH regulas 1907/2006/EK |l pielikuma pielagosana

Regula 1182/2020/ES, Regulas 1272/2008/EK VI pielikuma 3. dalas pielago$ana tehnikas un zinatnes attistibai (15. ATP)
Regula 643/2021/ES, Regulas 1272/2008/EK VI pielikuma 1. dalas pielagosana tehnikas un zinatnes attistibai (16. ATP)
Regula 849/2021/ES, Regulas 1272/2008/EK VI pielikuma 3. dalas pielagoSana tehnikas un zinatnes attistibai (17. ATP)
Regula 692/2022/ES, Regulas 1272/2008/EK VI pielikuma 1. dalas pielagoSana tehnikas un zinatnes attistibai (18. ATP)

—_——

parskatijumi/atjauninajumi
ParskatiSanas iemesls2014-02 Ja nepiecieSams, izlabota sadalu struktira saskana ar Regulu 453/2010/ES

2014-2004 korekcija saskana ar Regulu 487/2013/ES

2016-03 korekcija saskana ar Regulu 1221/2015/ES

2017.—2008. gada korekcija saskana ar Rikojumu par etanola denaturaciju 2016/1867/ES

2017.—2011. gada korekcija saskana ar ECHA registracijas dokumentaciju

2022.—-2011. gada korekcija saskana ar Regulu 878/2020/ES
Sikaka informacija
MACHEREY-NAGEL GmbH & Co. KG sniedz Seit ietverto informaciju laba ticiba, nemot véra jaunako informaciju par pasu veiktajam
izmainam parskatiSanas laika. Sis dokuments ir paredzéts tikai ka celvedis, ka pareizi apmacita persona, kas lieto So izstradajumu,
pareizi rikoties ar materialu. Personam, kas sanem informaciju, ir japienem savs neatkarigs spriedums, nosakot tas piemérotibu
konkrétam mérkim.
MACHEREY-NAGEL GmbH & Co. KG nesniedz NEKADU APLIECINAJUMU vai GARANTIJAS, ne tiedas, ne netiedas, tostarp bez
ierobezojumiem nekadas garantijas par piemérotibu tirdzniecibai, piemérotibu noteiktam mérkim attieciba uz Seit sniegto informaciju vai
produktu, uz kuru 8T informacija attiecas. Attiecigi MACHEREY-NAGEL GmbH & Co. KG nav atbildigs par zaudéjumiem, kas radusies
Sis informacijas lietoSanas vai palausanas uz to. Lai iegdtu papildinformaciju, skatiet noteikumus un nosacijumus masu cenrazu beigas.

Legenda / Saisinajumi

acc: according

ADR: Convention concerning the International Carriage of Dangerous Goods by Road
Act: acute

BAT: biological workplace tolerance value

CAO: Cargo Aircraft Only

Carc: carcinogen

CAS: Chemical Abstracts Service

CLP: Classification, Labelling and Packaging regulation
CMR: carcinogen, mutagen, reproduction toxic

Corr: corrosive

COD: chemical oxigen demand

CSCL: Chemical Substance Control Law (Jp)

Dam: damage

aragenent MACHEREY-NAGEL GmbH & Co. KG DE Tel.: +4924 21 969-0 info@mn-net.com

Rl Valencienner Str. 11 CH Tel.: +41 62 388 55 00 sales-ch@mn-net.com
52355 Duren - Germany FR Tel.: +33 388 68 22 68 sales-fr@mn-net.com
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DNEL: Derived No-Effect Level (for workers)

derm: dermal

dog: dog

EC10: Concentration causing a toxic effect in 10% of the test organisms

EC: European Community

EC-Nr: Substance number of the EC substance inventory

EmS: Guide to accident management measures on ships

EU: European Union

fish: fish (not spezified)

GHS: Global Harmonized System of Classification and Labeling of Chemicals

gapg: guinea pig

ICAO: International Civil Aviation Organization

inl: inhaled

IMDG: International Maritime Dangerous Goods Code

intrav: intravenous

ipt: intraperitonaeal

ISHL: Industrial Safety and Health Law (Jp)

LC50: letale concentration 50%

LD50: letale dosis 50%

leuciscus idus: fisch, ide, orfe

MAK: maximum workplace concentration

Met: Metall

mus: mouse

Muta: mutagen

NIOSH: National Institute for Occupational Safety and Health (US)

NRD: Non-rapidly degradable

onchorhynchus mykiss: fish, rainbow trout

orl: oral

OSHA: Occupational Safety and Health Administration

PAX: transport on passenger planes allowed

PBT: persistent, bioaccumulating, toxic substance

pH: pH value

pimephales promelas: fish, fathead minnow

PNEC: Predicted No Effected Concentration

PROC 15: Process category 'for laboratory use'

PRTR: Law for PRTR and Promotion of Chemical Management (Jp)

PVC: polyvinyl chloride

quail: bird, quail

rat: rat

rbt: rabbit

RD: rapidly degradable

RE: repeated

REACh: Registration, Evaluation, Authorisation and Restriction of Chemicals

REF: item number, reference number

Reg.No.: rRegistration number

Repr: harmful to reproduction

Resp: respiratory

RIP: REACH Implementations Projects

scu: sub cutan

SDS: safety data sheet

Sens: sensitisation

STEL: short term exposure limit

STOT: Specific Target Organ Toxicity

SVHC: Substance of Very High Concern

t/a: tons per year

TCCA: Toxic Chemicals Control Act (S. Korea)

Tox: toxic

TSCA: The Toxic Substances Control Act (US)

TWA: time weighted average

TRGS: technical regulations (DE)

vPvB: very persistent, very bioaccumulating substance

16.7 Apmacibas padoms

Regularas droSibas apmacibas. Daudzkartéja personala droSibas apmaciba par briesmam un aizsardzibu, izmantojot apdraudéjumus
darba zona. Papildus apmaciba un personala iepazistinasana ar $o produktu lietoSanu.
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